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GENERAL NOTES

DO NOT SCALE DRAWINGS. WORK TO DIMENSIONS
SHOWN. THE CONTRACTOR MUST CHECK ALL
DRAWINGS AND VERIFY ALL DIMENSIONS ON THE
JOB.

ALL STEEL ANGLES SUPPORTING BRICK VENEER TO
HAVE MIN. 6" BEARING @ ENDS, TYP.

ALL STRUCTURAL MEMBERS TO HAVE MIN.
REQUIRED BEARING.

ALL ELECTRICAL WORK TO BE COMPLETED AS PER
O.B.C. 9.34.

GARAGE FOUNDATION WALLS TO BE FOUNDED MIN.
4'-0" BELOW FINISHED GRADE TO ENSURE FROST
COVER, TYP.

PROVIDE TWO COATS OF ASPHALT DAMPPROOFING
TO ALL BELOW GRADE FOUNDATION WALLS.

PROVIDE APPROVED DRAINAGE LAYER TO
FOUNDATION WALLS BELOW GRADE.

ENSURE MIN. 6'-5" HEADROOM CLEARANCE BELOW
DUCTS / BULKHEADS / BEAMS.

PROVIDE VENTING TO EXTERIOR FOR ALL
BATHROOMS & DRYERS. GAS FIREPLACES AND
RANGE HOODS ARE TO BE VENTED TO EXTERIOR w/
NON-COMBUSTIBLE AND CORROSION RESISTANT
DUCTWORK.

SMOKE DETECTORS ARE REQUIRED ON EACH FLOOR
LEVEL AND IN EACH BEDROOM. THEY SHALL BE
INTERCONNECTED AND HAVE A VISUAL SIGNALLING
COMPONENT. INTERCONNECT CARBON MONOXIDE
DETECTORS ON BEDROOM FLOORS.

PROVIDE SOLID BLOCKING IN BATHROOM WALLS FOR
FUTURE GRAB BAR INSTALLATION.

NON-LOADBEARING WALLS PARALLEL TO THE FLOOR
JOISTS SHALL BE SUPPORTED BY JOISTS BENEATH
THE WALL OR ON BLOCKING BETWEEN THE JOISTS.

5/8" THICK  SHEATHING GLUED & SCREWED UNLESS
OTHERWISE NOTED.

INTERIOR DOORS TO BE UNDERCUT 3/4'' FOR ROOMS
WITHOUT  A  RETURN  AIR
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